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• Detailed LCA study is conducted for
novel toilet system, Nano Membrane
Toilet (NMT).

• Pour Flush Toilet (PFT), Urine Diverting
Dry Toilet (UDDT) and the NMT are
assessed.

• LCA study has been coupledwith QMRA
analysis for Human Health Impact
Category.

• Under traditional LCA, the UDDT
demonstrates a better environmental
performance.

• Incorporating QMRA the NMT system
performs better against the human
health impact.
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In many developing countries, including South Africa, water scarcity has resulted in poor sanitation practices. The
majority of the sanitation infrastructures in those regions fail to meet basic hygienic standards. This along with
the lack of proper sewage/wastewater infrastructure creates significant environmental and public health concerns.
A self-sustained, waterless “Nano Membrane Toilet” (NMT) design was proposed as a result of the “Reinvent the
Toilet Challenge” funded by the Bill and Melinda Gates Foundation. A “cradle-to-grave” life cycle assessment
(LCA) approach was adopted to study the use of NMT in comparison with conventional pour flush toilet (PFT)
and urine-diverting dry toilet (UDDT). All three scenarios were applied in the context of South Africa. In addition,
a Quantitative Microbial Risk Assessment (QMRA) was used to reflect the impact of the pathogen risk on human
health. LCA study showed that UDDT had the best environmental performance, followed by NMT and PFT systems
for all impact categories investigated including human health, resource and ecosystem. This was mainly due to the
environmental credits associated with the use of urine and compost as fertilizers. However, with the incorporation
of the pathogen impact into the human health impact category, the NMT had a significant better performance than
the PFT and UDDT systems, which exhibited an impact category value 4E + 04 and 4E + 03 times higher,
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respectively. Sensitivity analysis identified that the use of ash as fertilizer, electricity generation and the reduction of
NOx emissionswere the key areas that influenced significantly the environmental performance of the NMT system.

© 2018 The Authors. Published by Elsevier B.V. This is an open access article under the CC BY license (http://
creativecommons.org/licenses/by/4.0/).
1. Introduction

Provision of sanitation facilities which meet the international base-
line standards (UNICEF and WHO, 2017), constitutes a major problem
in developing world. In particular, in sub-Saharan African countries
only 28% of the population were reported to have access to at least a
basic sanitation service in 2015 (UNICEF andWHO, 2017). This situation
is compounded by the lack of proper sewerage and the poor operation
and maintenance of the domestic faecal sludge management facilities
(Wang et al., 2014). Existing sanitation practices in the majority of de-
veloping countries rely mainly on on-site waste treatment approaches
(AfricanWater Facility, 2014; Nyenje et al., 2010;Wang et al., 2014), in-
cluding flush and waterless latrines connected to pit or septic tanks as a
basic treatment of the waste (Huuhtanen and Laukkanen, 2009; Kjellén
et al., 2011). Depending on the deployment, the waste can be a sludge
with mixed urine and faeces, or source separated urine and faeces. In
the case of faecal sludge, on-site treatment involves mainly solid-liquid
separation by sedimentation in the septic tank and the subsequent fil-
tration of the effluent into the ground (Brikké and Bredero, 2003;
Orner and Mihelcic, 2018; Tilley et al., 2014). The remaining solids are
degraded under anaerobic conditions for a period of 6 months to 10
years to produce a nutrient-rich humus (Schönning et al., 2005). Source
separation of urine can be achieved bywaterless systems through a spe-
cific user interface design. In this case, urine is sanitized in a storage tank
and faeces are composted in a dehydration vault for a minimum period
of 6 months (Tilley et al., 2014). Based on the scientific literature, after
the treatment period both products can be used as organic fertilizers
in local fields, provided that proper sanitization is attained
(Andersson, 2015; Karak and Bhattacharyya, 2011; Kirchmann and
Pettersson, 1995; Petersens and Beck-friis, 2012). However, although
the social acceptability of their use in agriculture varies considerably
among the developing countries (Moilwa, 2007; Mugivhisa, 2015), in
this environmental study the given products have been considered sci-
entifically acceptable, similarly to other relevant LCA studies (Kulak et
al., 2017; Remy and Jekel, 2008; Flores et al., 2009).

Although, these conventional sanitation methods have been
established in developing countries for many years, in practice they
often fail tomeet the design standards and operation requirements rec-
ommended by WHO. As a result, they pose significant human health
risks and environmental concerns. To exemplify, a sanitation sustain-
ability survey conducted in South Africa showed that 28% of the exam-
ined toilet systems was inadequately functional, while negligence of
proper maintenance and operation of the pits was generally observed
(Dwaf, 2012). According to another study that examined the challenges
linked to the provision of a sustainable sanitation in Kigali city in
Rwanda, odour and insect issues accounted for the second and fourth
most common problems faced during the use of existing sanitation sys-
tems (Tsinda et al., 2013), and the difficulty in cleaning the toilet facility
was perceived as the third major concern. In addition, there has been
evidence that improper design and use of the pit latrines, due to both
human and environmental factors, can facilitate the transmission of
pathogens to the groundwater (Graham and Polizzotto, 2013; Nyenje
et al., 2013; Pickering et al., 2012; Stenström et al., 2011). As the impor-
tance of a safely managed sanitation system has been highly empha-
sized as a prerequisite of social and economic welfare (UNICEF and
WHO, 2017), such indications need to be taken into earnest consider-
ation andmeasures to improve existing sanitation,waste andwastewa-
ter management infrastructures in developing countries need to be
deployed.
A novel approach towards the provision of a sustainable sanitation
in the developing countries has been proposed by Cranfield University
in the context of the Bill & Melinda Gates Foundation's “Reinvent the
Toilet Challenge” (Hanak et al., 2016; Onabanjo et al., 2017, 2016a,
2016b). The design and operating principle of thewaterless NanoMem-
brane Toilet (NMT), is to incorporate into a single system the on-site
combustion of human faeces and the purification of urine bymembrane
separation. The system benefits from the safe in-situ waste manage-
ment which generates clean water and energy as valuable by-products,
with the latter being recovered for meeting household power needs.
The NMT technology is in its early stage of development and its efficacy
at an end-user level has not yet been fully assessed. However, proceed-
ing at this stage, with an ex-ante environmental appraisal of the system
life cycle is likely to yield critical insights into its relative performance
compared to established technologies and, in turn, into the potential
areas of further optimization.

The majority of the life cycle assessment studies on sanitation tech-
nologies reported in literature explore primarily the environmental per-
formance of thewaste andwastewater treatment techniques employed
in different toilet systems, excluding the life cycle of the latter systems
(Flores et al., 2009; Friedrich et al., 2009; Remy and Jekel, 2007; Roux
et al., 2011; Thibodeau et al., 2014). More precisely, Benetto et al. have
carried out a comparative life cycle assessment (LCA) study of the
EcoSan (Ecological Sanitation) concept, and the conventional wastewa-
ter treatment facilities for the case of Luxembourg (Benetto et al., 2009).
Results have demonstrated an outperformance of the EcoSan system
over small-scale conventional plants. Remy and Jerel, (Remy and Jekel,
2008) have evaluated the environmental impact of source separation
sanitation systems and conventional sanitation systems, i.e. connected
to sewage treatment plant, in the context of an urban settlement in Ger-
many. Based on their research findings, certain source separation
methods manifest a better profile over the conventional wastewater
treatment for selected impact categories. Only a few studies have
assessed the environmental impact of different toilet systems -flush,
composting, pit latrine and source-separating toilets-, either on a
standalone basis (Kohler Co, 2014) or along with the involved waste
and/or wastewater activities (Anand and Apul, 2011; Devkota et al.,
2013; Gao et al., 2015; Kulak et al., 2017). Although the aforementioned
studies provide important views on the environmental performance
and relative competitiveness of existing sanitation alternatives, a new
approach to the life cycle assessment of such systems is proposed by in-
corporating the health risks linked to pathogen exposure. To elaborate,
the results of the quantitative microbial risk analysis (QMRA), widely
employed in the appraisal of drinking water quality and the respective
health risks (Fuhrimann et al., 2016; Petterson and Ashbolt, 2016;
WHO, 2016), have been coupled with the LCA results in order to incor-
porate the pathogen risk into the environmental impact of wastewater
management systems on human health (Dong et al., 2017; Harder et al.,
2016, 2015, 2014; Kobayashi et al., 2015). Such holistic approach has
not been yet applied in the environmental assessment of the contempo-
rary sanitation systems. This knowledge gap is likely to be filled by the
present research work which aims at providing a comprehensive envi-
ronmental assessment of the Nano Membrane Toilet (NMT) against the
established on-site unsewered sanitation technologies in the context of
South Africa, with the view to identifying areas of potential improvement
of the NMT system which is still in the development phase. The conven-
tional technologies selected for this study are the pour flush and the
urine-diverting-dry toilet systems. In order to evaluate the given technol-
ogies on a fair basis, the conventional ones have been considered to be
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connectedwith a (semi)-centralizedwaste andwastewater treatment fa-
cility to ensure the same quality of provided service as to that of the NMT
system. However, an important aspect to be mentioned is that the evalu-
ation of the different sanitation systems as employed in this study, facili-
tates primarily the exploration of the critical environmental aspects of the
NMT system rather than the rigorous comparison of the selected technol-
ogies, as their applicability in the broader context of developing countries
is highly dependent not only on environmental, but also on other impor-
tant factors, like economic and societal aswell as the deployment context.

2. Methodology

In the frame of this environmental study, the performance of the se-
lected sanitation systems has been evaluated, firstly, according to the
traditional LCA methodology and, secondly, based on the aggregation
of the QMRA and LCA results for the human health impact category. In
the absence of representative input data covering all major cities of
South Africa, indicative data on transportation distance and operating
efficiency of the studied waste and wastewater treatment plants have
been employed for the city of Alice, located at the Eastern Cape Province
of South Africa (Iweriebor et al., 2015; Mnkeni, 2009; Momba et al.,
2009; Sibanda and Okoh, 2012).

2.1. Life cycle assessment

2.1.1. Goal and scope
The goal of this LCA study is to evaluate the environmental perfor-

mance of the novel NMT system and that of the conventional sanitation
systems most commonly seen in developing countries, i.e. pour flush
and urine diverting dry toilets (Rieck et al., 2013; African Water Facility,
2014). The effect of the unit processes on the environmental footprint of
each examined system is investigated with the view to identifying areas
of potential improvement of the NMT design and operation. The LCA
modelling has been carried out in SimaPro 8.0 software. The scope of
this study includes the processes involved in the manufacture of the se-
lected toilet systems and the safe treatment of the human waste as han-
dled from the specific sanitation technologies. The functional unit has
been selected as “the provision of a sanitation service for the daily defeca-
tion of a 10-adult occupant household in South Africa”, as dictated by the
NMT-Project. The reference flow has been set to 2 kg human faeces
(Hanak et al., 2016) and 14.2 kg urine (Rose et al., 2015).

2.1.2. System boundaries
The systemboundaries of the sanitation systems examined in this LCA

study have been defined based on a “cradle-to-grave” approach, which
considers the material and energy flows and the associated emissions
from the raw material extraction until the disposal of an end product or
service (Ayres, 1995). The end of life of the infrastructure involved in
theprovided service has been excluded in all three systems. Theoperating
principle and process units involved in the life cycle stages,which are par-
ticular for each sanitation technology, are described below.

2.2. Nano membrane toilet (NMT) system

The NMT system is a waterless sanitation system, developed at
Cranfield University, which enables the separation of the excreta
through sedimentation. The separated faeces are first dried and trans-
ferred through a mechanical screw to a combustor for their conversion
to energy and ash. The urine is preheated with the aid of the flue gas
generated from the faeces combustion, and is driven to a nanostruc-
tured membrane, where separation of the unbound water is attained.
The system is capable of delivering treated wastewater and excess
amount of energy, which can be used in the form of electricity for
household needs. A comprehensive description of the NMT system is
provided in the referenced research studies (Hanak et al., 2016;
Onabanjo et al., 2016a; Kolios et al., 2018; Jurado et al., 2018).
Though the design of the toilet framework is not completed yet,mate-
rials for its construction have been selected, at this stage, based on infor-
mation provided by the NMT project. The major materials employed are
plastic for the toilet seat and ceramic for the toilet bowl. However, as
thedesign of theNMT system is not the same as that of a conventional toi-
let (The Nano Membrane Toilet, n.d.), in order to compensate in terms of
material input for the space required to accommodate the internal system
components -membrane, combustor screw and etc.-, the use of a cistern
has been considered. In addition to this consideration, 20% additional
inputmaterial basedon thematerial requirements of a conventional toilet
system (Genty et al., 2014), has been employed for the construction of the
toilet bowl, seat and cistern. As shown in Fig. 1, the system boundaries of
the NMT include the use of polystyrene for the toilet seat and cistern con-
struction through the process of injection moulding and the use of sani-
tary ceramics for the toilet bowl. The membrane has been assumed to
be manufactured by glass fibre, while the combustor and the screw con-
veyor by alloy steel undergoing injection moulding.

In terms of the use phase of the NMT system, the system generates
energy,which in this LCA study is expressed as electricity, NOx emissions
and ash from the combustion of faeces with the latter one being dis-
posed. Additionally, treatedwastewater is produced from the urine puri-
fication through membrane filtration which can be used for household
reuse purposes, such as garden irrigation. It is important to bementioned
that thiswater could be potentially used for other domestic cleaning pur-
poses as well, but the aspect of social acceptability of the practice re-
mains to be considered. The environmental benefits associated with
the production of electricity and treated wastewater have been reflected
in the LCA study by substituting the respective amount of the generated
products with that deriving from the conventional tap water production
and the market of medium voltage electricity generation. Moreover, as
the NMT system is under development and the theoretical potentiality
of the generated products has not been yet evaluated, two scenarios
have been developed with respect to the use of ash as fertilizer substi-
tute. The scenario A (w/o ash) considers the ash as a product of no prac-
tical use which is disposed to the environment without any specific
harm. On the other hand, the scenario B (w/ ash) considers the fertilizer
value of the ash based on reported literature which highlights the nutri-
ent value of ash produced from biomass combustion and its fertilizer
properties (Hatfield and Stewart, 1997; Pels et al., 2005; Schiemenz
and Eichler-Löbermann, 2010). In this scenario, transportation of the
ash from the set deployment location, city of Alice, to a local field in
Blinkwater of Eastern Cape, at a distance of 34 km, has been considered.

The maintenance of the system involves normally the cleaning of the
membrane every two months, however, for simplification purposes this
requirementhas been replaced in this studywith the needof a newmem-
brane every two months and has been modelled with the input material
of “glass fibre”. The particular maintenance schedule has been deter-
mined based on a conservative approach driven by preliminary research
findings. The lifetime of the NMT system has been set to 7 years, as dic-
tated by theNMT-Project. This is a typical value of the lifetime of domestic
appliances in most of the developing countries, including South Africa.
Moreover, considering the cost of maintenance service required for the
NMT systemwhich involves the replacement of high capital components
by specialist technicians, the selected value of lifetime renders theNMTan
economically feasible sanitation system.

2.3. Pour flush toilet (PFT) system

In this toilet system, the excreta is flushed away withwater and col-
lected in a cesspit. Blackwater is transported to a pump station and,
thereafter, directed to a sewage treatment plant by tankers. Upon com-
pletion of the wastewater treatment, safe disposable water and sludge
are generated, with the latter being suitable for farming applications.

As shown in Fig. 2, the raw material extraction and manufacture
steps of the PFT system involve the same type ofmaterials and processes
for the toilet seat and bowl manufacture as presented for the NMT. The



Fig. 2. System boundaries of the Pour Flush Toilet (PFT).

Fig. 1. System boundaries of the Nano Membrane Toilet (NMT) for Scenario A and B.
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use phase entails the consumption of water which has been defined to
be 150 l for the 10-occupant household – 5 flushes per day per capita
(Viljoen, 2015) and 3 l of water per flush (Nyarko et al., n.d.). Since
the lifetime of toilet systems has been reported in the range of 12.5 to
17.5 years (Gandy, 2011), the lifetime of the PFT system has been as-
sumed to be 15 years.

With respect to the treatment of the blackwater, the wastewater
treatment plant (WWTP) located at Fort Beaufort in the Eastern Cape
Province of South Africa has been selected at an approximate distance
of 23 km from the city of Alice. The assumed WWTP employs the acti-
vated sludge technology and based on that the required energy andma-
terial input for the operation of the plant has been adopted from
literature (Lassaux et al., 2007). The treated water has been considered
to be discharged to a local river and the generated sludge has been con-
sidered as fertilizer for farming. In the latter application, the nutrient
content of the human urine has been assumed to be incorporated in
the produced sludge, to reflect potential credits linked to its use as fer-
tilizer. The sludge from the WWTP has been assumed to be applied as
fertilizer to the local field, mentioned in the case of the NMT system, lo-
cated 13 km away from the plant.

2.4. Urine diverting dry toilet (UDDT) system

The UDDT system operates without the use of water and allows the
separation of the urine and faeces through a uniquely designed user in-
terface. Urine is collected in a cesspit for storage and a later use as fertil-
izer. There are different methods available for the faeces management
Fig. 3. System boundaries of the Urine Divertin
(Rieck et al., 2013); in this study the use of a single vault with inter-
changeable containers has been considered.

For the construction of the given sanitation system, the same ap-
proach to that of the PFT system has been adopted for the raw material
extraction andmanufacture stages as depicted in Fig. 3. Awindrow facil-
ity has been assumed to be located at Fort Beaufort, at a 23 km distance
from the city of Alice, where the co-composting of the faecal matter
with other organic material takes place. Though co-composting plant
involves themixing of human faeceswith other organicmatter, the pro-
duction of the organic material has been excluded from the system
boundaries, as the scope of this LCA involves only the material and en-
ergy input and output related to the treatment of the humanwaste gen-
erated from the examined household as defined in the functional unit.
The role of the organic matter is only complimentary to ensure the
proper C:N ratio for an efficient composting. Thematerial and energy re-
quirements for the treatment of faeces have been solely quantitatively
estimated based on similar composting process for 1 ton of treated
“feedstock” material (Department of Environment and Conservation
NSW, 2006; van Haaren, 2009). The leachate produced during the
composting process has been assumed to be recycled back to control
the moisture of the composting matter (David Border Composting
Consultancy, 2002), excluding the energy and material input involved
in its collection from the systemboundaries. Since the use of faecal com-
post has not been yet employed in agriculture to such a considerable ex-
tent in the developing countries, two scenarios have been also explored
in this case. Scenario A (w/o compost) considers the compost as a dis-
posable product with no fertilizer value and no environmental impact,
g Dry Toilet (UDDT) for Scenario A and B.
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whereas the scenario B (w/ compost) takes into account the potential
use of the compost as a fertilizer to a local field (theoretical potential).
The nutrient content, as non-available form of fertilizer, in the leachate
mentioned above has been extracted from literature for a composting
process of other similar organic matter and been estimated as 2.6%,
1.7% and 8.2% of the initial N, P and K content (Sommer, 2001). The
treated compost is transported from the composting plant to the same
local field in Blinkwater, as in the case of the NMT system, located at a
distance of 13 km, whereas the urine solution stored in the cesspit is
transferred to the same field at an approximate distance of 34 km.
Lastly, similarly to the PFT system, the lifetime of the UDDT system
has been defined also to 15 years.

2.5. Common assumptions

Some common assumptions employed for all sanitation systems in-
clude the transportation of the toilet system from the sanitary-ware fac-
tory located at Krugersdorp, in the Gauteng Province of South Africa to
the city of Alice, in the Eastern Cape Province of South Africa, at a dis-
tance 920 km, where the sanitation systems are assumed to be based.
Moreover, the energy and material requirements for the assembly of
the toilet systems have been excluded due to the absence of coherent
literature data. The construction of the toilet superstructure, the hand
wash facility and the use of any cover material and toilet paper has
been excluded from this study according to the LCA methodology
(European Commission, 2010), as they have been assumed to be the
same in all examined systems. The construction of the cesspits and the
required pipelines connected to them, as well as the infrastructure of
the waste and wastewater treatment plants, discussed below, have
also been omitted as their respective contribution to the LCA has been
proven negligible (Anand and Apul, 2011; Remy and Jekel, 2007).

In terms of the conventional sanitation systems, PFT and UDDT, the
assumption of emptying the cesspits on a daily basis has been adopted.
Although in reality the specific process takes place every 8–10months
(Cleansing Service Group Ltd, 2013), the assumption considered in
this LCA study yields the same environmental impact as in the former
case. To elaborate, in the LCA software the estimation of the environ-
mental impact of transporting a material is merely based on the dis-
tance and the mass transported. Thus, environmental impact of
transporting the amount of human waste generated over that time pe-
riod -8 to 10 months- to the waste treatment plant needs to be amor-
tized per day, since the functional unit refers to the specific amount of
human waste produced on a daily basis. This impact, in absolute value,
is the same as what it is being estimated in the LCA model by consider-
ing the daily transportation of the human waste. In addition to the
aforementioned assumption, the energy and material requirements of
the given process have been excluded. The transportation of the faecal
or excreta matter from the location of the sanitation systems to the se-
lected waste andwastewater treatment facilities has been incorporated
in the system boundaries. Moreover, fertilizer substitution from the
products generated from the treatment plants has been estimated
based on certain mineralization factors for their N, P and K content, as
mentioned in Table 1. The transportation of the potential fertilizer prod-
ucts from thewaste andwastewater plants to a local field has also been
incorporated in the system boundaries. The activities related to the fer-
tilizer application, as well as the post-application impacts on the field
soil have been excluded from all studied systems. Furthermore, the
CO2 emissions generated for the treatment of the humanwaste are con-
sidered biogenic and, thus, have not been included in the systembound-
aries of the sanitation systems.

2.5.1. Inventory analysis
The life cycle inventory analysis has been implemented based on an

attributional approach. The inputmaterial and energy flows of the stud-
ied systems have been extracted from relevant literature and have been
normalized against the reference flow, as defined in the Section 2.1.1.
More precisely, in the case of the rawmaterial extraction and manufac-
ture stages of the examined sanitation systems, mass and energy input
has been amortized against the lifetime of each toilet system.Moreover,
considering that background data specifically for the country of South
Africa were not available in the Ecoinvent 3.0 dataset (Ecoinvent,
2018) embedded in SimaPro 8.0 software, generic datasets have been
employed for the LCA modelling which are presented in Table S1
(Supporting material).

The material and energy input data for the LCA modelling are pre-
sented in Table 1. The values for themass and energy flowexchanges in-
volved in the raw material extraction, manufacture, use and waste
treatment/disposal phases of all three toilet systems have been derived
from literature. The input data of the faeces and urine streams employed
in the use phase have been adopted from research conducted for the
NMT (Hanak et al., 2016; Rose et al., 2015) and have been similarly ap-
plied to both the UDDT and PFT systems.

2.5.2. Impact assessment
In order to facilitate the combination of QMRA results - expressed in

DALYs as it will be discussed below – with the LCA results, the ReCiPe
method, which expresses the impact on human health in the same
unit (DALYs), has been selected for the environmental assessment of
the three examined sanitation technologies. The specific impact cate-
gory methodology has been also adopted by similar environmental
studies (Harder et al., 2014; Heimersson et al., 2014; Kobayashi et al.,
2015; Harder et al., 2015). An endpoint approach and a hierarchist per-
spective have been adopted for the impact characterization (Goedkoop
and Huijbregts, 2013). The following endpoint impact categories have
been selected for the evaluation: Damage to Human Health, Damage
to Resources and Damage to Ecosystems.

2.5.3. Interpretation
The interpretation of the LCA results, presented in a graphical form

below, centres around the individual contribution of the unit processes
involved in the studied sanitation systems to each endpoint impact cat-
egory. In order to facilitate the comprehension of the LCA graphs, a spe-
cific categorization of thematerial and energy flows has been employed.
More precisely, for every life cycle stage the cumulative impact of the
relevant energy and material flows - as presented in Table 1 - has
been reflected in the graphs. The only exception to this categorization
are the products of each sanitation systemwhose impact has been indi-
vidually reflected in the LCA results. The contribution of each individual
exchange and unit process on the LCIA profile of all examined sanitation
systems is provided in the supportingmaterial in a tabular form (Tables
S4, S5 and S6).

The by-products, i.e. compost, sewage sludge, ash and urine, gener-
ated from the studied systems serve as substitutes for commercial min-
eral fertilizers. The environmental impacts being avoided by this
substitution-production of mineral fertilizers- have been credited (LCA
credits) to the respective examined systems according to the concept
of the “avoided burden” (Azapagic and Clift, 1999; Brander and Wylie,
2011). The same approach has also been employed in the case of the
treated wastewater and the produced electricity. Based on this consid-
eration, the LCA results presented in the Section 3 have reflected the
LCA credits with a negative value in the respective graphs, whereas
the environmental burdens – LCA burdens –with a positive value. How-
ever, the environmental credits linked to the treated wastewater in the
case of the PFT system have not been displayed in the LCA results since
they were counteracted automatically in the SimaPro software by the
environmental burdens of the tap water use.

A sensitivity analysis has also been implemented in this study as a
means of evaluating the quality of the input data (Björklund, 2002).
Based on the initial LCA simulations, certain system parameters have
been identified as critical for the robustness of the LCA model and,
thus, have been evaluated for a ±20% variation in their initial value.
More precisely, the selected parameters are: a) the transportation



Table 1
Input material and energy flow data for the LCA study per functional unit.a

Process NMT PFT UDDT

Raw material extraction

Faeces (kg) 2.00E+001 2.00E+001 2.00E+001

N (kg) 1.10E-022 1.10E-022 1.10E-022

P (kg) 5.48E-032 5.48E-032 5.48E-032

K (kg) 1.10E-022 1.10E-022 1.10E-022

Urine (kg) 1.42E+013 1.42E+013 1.42E+013

N (kg) 8.22E-022 8.22E-022 8.22E-022

P (kg) 8.22E-032 8.22E-032 8.22E-032

K (kg) 3.29E-022 3.29E-022 3.29E-022

Polystyrene - toilet seat (kg) 9.39E-044 3.65E-044 3.65E-044

Polystyrene - cistern (kg) 1.64E-034 - -
Glass fibre - membrane (kg) 1.45E-055 - -
Alloy steel - combustor (kg) 3.32E-045 - -
Alloy steel – screw (kg) 4.20E-045 -

Manufacture

Injection moulding (kg) 3.33E-03 3.65E-04 3.65E-04
Sanitary ceramics - toilet bowl (kg) 8.45E-034 3.29E-034 3.29E-034

Transportation (t-km) 1.11E-02 3.43E-03 3.43E-03

Operation & Maintenance
Glass fibre (kg) 6.17E-04 - -
Water (kg) - 1.50E+02 -
Ash (kg) 8.00E-021 - -

P (kg) 1.10E-026 - -
K (kg) 1.21E-026 - -

NOx-emissions (kg) 1.10E-021

Waste Management

Transportation (t-km) - 3.82E+00 5.00E-02
Electricity (kWh) 6.80E-027 6.60E-0310

Diesel (kg) - - 1.11E-0210

Lime (kg) - 2.00E-038 -
Polymer (kg) - 2.14E-058 -
Iron chloride (FeCl3) (kg) - 1.42E-058 -
NH3-emissions (kg) - - 1.42E-0311

CH4-emissions(kg) - - 8.00E-0312

N2O-emissions (kg) - 7.32E-049 4.80E-0413

Product

Transportation 2.72E-03 3.60E-0414 4.80E-0115

N-Fertilizer (kg) - 1.85E-0217,18 7.88E-0216,19

P-Fertilizer (kg) 1.04E-0216 8.63E-0317,18 1.33E-0216,20

K-Fertilizer (kg) 1.21E-0216 - 4.30E-0216,20

Electricity (kWh) 4.62E-021 - -
Treated wastewater (kg) 9.56E+001 1.50E+02 -

1 (Hanak et al., 2016).
2 (Rose et al., 2015) for a densityUrine=1.002 g/cm3.
3 (Jönsson and Vinnerås, 2004).
4 (Genty et al., 2014)
5 Estimations from NMT-Project.
6 P and K content estimated as a percentage of 13.7% and 15.1% of total ash, respectively (Onabanjo et al., 2017).
7 Energy consumption of 590.69 kwh/Ml for an activated sludge treatment plant (Scheepers and van Der Merwe-Botha, 2012).
8 Data adopted from a WWTP with capacity of 50,000–100,000 IE treating nitrogen and/or phosphorus for a total influent volume of 1.15E-01m3 [massfaecal sludge= 166.21 kg;

densityfaecal sludge= 1443.1 kg/m3(Niwagaba et al., 2014)] (Lassaux et al., 2007).
9 Eq. 6.8 (Doorn et al., 2006).
10 (van Haaren, 2009).
11 Estimated as 13% of the total input N content (Hao and Benke, 2008).
12 Estimated based on the Eq. (4.1), for an EF= 4 g CH4/kgwaste treated [composting; onwetweight basis; Mi= amount of faeces expressed in Gg and R=0 (without gas recovery)]

(Pipatti et al., 2006).
13 Estimated based on the eq. (4.2), for an EF= 0.24 g N2O/kg waste treated [composting on wet weight basis and Mi = amount of faeces expressed in Gg] (Pipatti et al., 2006).
14 Estimated for a sewage sludge of 2.76E-02 kg [sewage sludge production rate of 0.24 kg·m3 of treated wastewater](Gurjar and Tyagi, 2017).
15 Estimated for a compost weight of 50% of the faecal matter (Miller and Jones, 1995).
16 N, P and K fertilizers for ash and compost application estimated as a percentage of 45%, 95% and 100% of the applied nutrient content, respectively [average value of mid-term period

values] (Lazcano et al., 2014).
17 N and P content in sewage sludge estimated as a percentage of 40% and 90% of the influent nutrient content (From wastewater to eco-friendly fertilizer, 2016).
18 N and P fertilizers estimated as a percentage of 50% and 70% of the respective applied nutrient content (Hospido et al., 2008).
19 N fertilizer from urine application estimated as 90% of the urine N content (Karak and Bhattacharyya, 2011).
20 P and K fertilizers from urine application estimated as 100% of the respective urine nutrient content (Kirchmann and Pettersson, 1995).
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involved in thewaste management of the UDDT and PFT systems b) the
amount of electricity generated in the NMT systems c) the amount of
NOX gases emitted from the NMT system and d) the nutrient content
of the human urine and faeceswith respect to the fertilizer substitution.
The latter parameter has been applied in the case of the NMT system by
modifying the respective nutrient content in the ash, as the concentra-
tion of the available nutrients has been expressed as a percentage of
the total amount of ash rather than the initial feed concentration. In ad-
dition to the sensitivity analysis, the pedigree matrix (Table S10 in
supporting material) has been employed to quantify the uncertainty
of the foreground data (Weidema and Wesnaes, 1996) by means of
squared geometric standard deviation (SD2). The estimation of the lat-
ter has been based on empirical uncertainty factors (Ciroth et al.,
2016) and basic uncertainty factors (Frischknecht et al., 2007), which
are presented in the supporting material.

2.6. Quantitative microbial risk assessment (QMRA)

The QMRA study has appraised the human health risks linked to the
exposure to faecal pathogens through different routes, mainly induced
by the insufficient operation of thewaste andwastewater treatment ac-
tivities linked to the UDDT and PFT systems. As far as the NMT is con-
cerned, the system is considered capable of eliminating any pathogen
existing in human excreta, due to the high temperature achieved by
the combustion process, values that reach up to 600 °C. In support of
this argument, taking into account the temperature range – from 4 °C
to 30 °C – related to the persistence of certain pathogens in sewage
(Oakley et al., 2017), application of an approximate 20 times higher
temperature can ensure the attainment of such outcome. For that rea-
son, the NMT has not been included in the QMRA study, as 100% re-
moval of pathogen has been assumed. Additionally, exposure to
pathogens during the use phase of the examined toilet systems has
been excluded from the scope of the given environmental study as it
has been assumed to be the same for all systems and, in turn, pose the
same risks. Moreover, the cross-contamination of the human urine has
been omitted, as storage under specific conditions can render urine san-
itized and, in turn, safe for agricultural use (Gaulke et al., 2010; Makaya
et al., 2014;Winblad and Simpson-Hébert, 2004). Furthermore, the con-
tact with the faecal matter during the defecation process has also been
excluded for all examined systems.

The burden of disease posed by pathogen exposure has been esti-
mated in this QMRA study by conducting Monte Carlo simulations
(10,000 iterations) for certain stochastic input parameters that are pre-
sented in the section below.

2.6.1. Hazard identification
The prevalence of human enteric pathogens in the surface water

specifically for sub-Saharan countries, including South Africa, has been
extensively reported in literature and has been identified as one of the
leading causes of diarrhoeal disease (Chattaway et al., 2016;
Langendorf et al., 2015; Ouédraogo et al., 2016). In the context of this
QMRA study, five pathogens responsible for diarrhoea infection have
been selected: Enterotoxigenic E. Coli, Shigella spp., Cryptosporidium
spp., Norovirus and Rotavirus (Julian, 2016). Considering that coherent
data on the concentration of these pathogens in adult faecal matter
Table 2
Pathogen concentration in faeces and river water expressed in [# of pathogens/mg faeces
or ml water].

Pathogen Faecal concentration Water concentration (River)

Enterotoxigenic E. coli 1.00E+04 - 1.00+05 3.36E+02 - 3.36E+03
Shigella spp. 1.00E+01 - 1.00E+02 3.36E–01 - 3.36E+00
Cryptosporidium spp. 1.00E+00 - 1.00E+04 3.36E–02 - 3.36E+02
Norovirus 1.00E+04 - 1.00E+05 3.36E+02 - 3.36E+03
Rotavirus 1.00E+02 - 1.00E+07 3.36E+00 - 3.36E+05
were not available, relevant faecal shedding rates from cases of diar-
rhoea disease in children have been adopted (Julian, 2016).

The concentration of the waterborne pathogens in the local river,
where the WWTP of this study discharges the effluent, has been esti-
mated based on Eq. (2) of the given reference (Keller et al., 2014),
where the median value (DF= 37.00) has been employed as a dilution
factor, and the influent of the WWTP has been assumed to contain the
same amount of pathogens as present in the faeces after defecation,
without the consideration of any growth or inactivation of the pathogen
population prior towastewater treatment, as shown in Table 2. An over-
all pathogen removal efficiency of 91% has been assumed, as adopted
from the respective removal of coliphages found in literature (Momba
et al., 2009).

In the case of the composting plants,many of the research studies on
pathogen removal have reported almost a 100% removal of pathogens
by the end of the composting process (Jones and Martin, 2003;
Shanahan et al., 2010; Sobsey et al., 2003). There are only few references
on the survival of Helminth eggs in the mature compost (Burton and
Turner, 2003; Havelaar et al., 1985). However, this hazard has not
been yet incorporated into the QMRA in such comprehensive manner.
On these grounds, a complete pathogen removal in the windrow
composting considered in this case study has been assumed. The con-
centration of pathogens in faeces prior to treatment follows the same
assumption as applied to the WWTP.
2.6.2. Dose exposure
The exposure to the pathogens examined in this QMRA study takes

place through three different pathways for the case of the WWTP
plant: 1) Ingestion of wastewater during handling the feacal sludge
(Route 1) 2) Unintentional ingestion of water from recreational and
household activities- such as dish and clothes washing and etc. - in
the local river (Route 2) and 3) Intentional consumption of water –as
a drinking source– from the local river (Route 3). The dose of each path-
ogen (Dosepathogen) ingested by the receptor through the consumed
water is given by Eq. 1:

Dosepathogen ¼ Cpathogen waterð Þ � Vwater ð1Þ

where Cpathogen(water) is the pathogen concentration in water and Vwater

is the volume of consumed water.
In this study, the volume of the consumedwater (Vwater) has been se-

lected from literature (Steyn et al., 2004), specifically reflecting the pre-
vailing living conditions in South Africa. For Route 1, 5ml of wastewater
has been assumed to be ingested,whereas for Routes 2 and 3 the ingested
volume has been set in the range of 10 to 100 ml and 630 to 952 ml
(Labite et al., 2010), respectively, covering the majority of the possible
recreational activities- and all age groups except for the group of infants.

In the case of the composting plant, the following exposure route has
been considered: ingestion of faeces during the handling of the faecal
matter (Route 4). The ingested dose is estimated similarly to the
above equation, with the volume of water being replaced by the intake
of ingested faeces which ranges from 8 to 134mg (adults, rawmaterial)
(Schönning et al., 2007).
2.6.3. Dose response
The probability of infection from ingesting a dose of each pathogen

in a single event of exposure to one of the aforementioned routes has
been modelled by functions well-established in QMRA analyses
(Chaudhry et al., 2017; Haas et al., 1999). For the Enterotoxigenic E.
coli, Shigella spp. and Rotavirus, the Beta-Poisson function has been
employed, as defined by the Eq. 2. In the case of Cryptosporidium spp.
the one-hit exponential dose-response function has been used Eq. 3,
whereas for the Norovirus the 1F1 hypergeomeotric function has been
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applied (Eq. 3) (Van Abel et al., 2017).

PINFECTION ¼ 1− 1þ Dose�
N50

� �
� 2

1=α−1
� �h i−α

ð2Þ

PINFECTION ¼ 1− exp −r � Doseð Þ ð3Þ

PINFECTION ¼ 1−1 F1 α;α þ β;−Doseð Þ

where

β¼N50
�

2
1=2−1

� � ð4Þ

where α, β, N50 are specific dose-response parameters.
The annual risk of infection is given by Eq. 5, where fexp is thenumber

of exposures to a single pathogen in a year.

PANNUAL−INFECTION ¼ 1− 1−PINFECTIONð Þ f exp ð5Þ

In the context of this QMRA study, the frequency of exposure has
been assumed to be 1 event for all examined routes so as to reflect the
minimum possible risk related to pathogen exposure that can occur
within the defined LCA system boundaries. Based on this assumption,
the annual risk of infection becomes equal to the risk of infection to a
single exposure event.

2.6.4. Risk characterization
Risk characterization entails the integration of the information pro-

vided from the aforementioned hazard characterization, dose-exposure
and dose-response steps, to quantify the effects on human health after
exposure to pathogens in disability-adjusted life years (DALYs). The
equation employed for the estimation of the total burden of disease in
DALYs per person per year is given by Eq. 6 (Katukiza et al., 2014):

DALYs ¼
X

P ill= infð Þ � PANNUAL−INFECTION � BODPATHOGEN ð6Þ

where P(ill|inf) denotes the probability of illness after infection, PANNUAL-
INFECTION the annual probability of infection and BODPATHOGEN the burden
of diarrheal disease resulting from the respective pathogen. Similarly to
the Eq. 5, the employment of the risk of infection for a single event in Eq.
6 results in the total burden of disease per person for a single exposure
event. The values of the dose-response parameters have been derived
from literature and are presented in Tables S2 and S3 (supporting
material).
Fig. 4. Contribution of life-cycle phases to human health impa
In order to aggregate the impacts generated from the LCA studywith
those from the QMRA, the unit of the latter should be aligned with the
unit of the LCA results. A common practice, adopted by the majority of
the reported literature (Harder et al., 2015, 2014; Kobayashi et al.,
2015), to address this issue is the expression of the functional unit of
the LCA study and the QMRA results on an annual basis. However,
adopting a similar approach in this research work would conflict with
the principal scope of this LCA study, as strongly underpinned by the
functional unit. To elaborate, the functional unit of this LCA study has
been strictly defined as the provision of a specific treatment - imposed
by each examined sanitation technology - of human waste produced
on a daily basis. Based on this selection, the duration of those specific
treatment processes has been set outside of the scope of this study
since each one operates under a different time framework. In addition
to that, considering that the estimation of the material and energy re-
quirements, aswell as the emissions of the relevant treatment processes
is based solely on the total amount of handled waste rather than any
time related basis, amortising these data over a day or a year seems to
be an arbitrary and misleading approach to the representation and as-
sessment of the respective environmental impacts. For that reason, in
order to enable aggregation of the LCA and QMRA results in this case,
the assumption of a single exposure event taking place in the context
of the defined functional unit has been made. The total burden of dis-
ease, as estimated by Eq. 6, has beenmultiplied by the number of house-
hold members exposed to routes described above. For Route 1 and 4
two household occupants, serving the role of the cesspit emptiers,
have been assumed to be exposed, whereas for Routes 2 and 3 all ten
household members have been considered.

3. Results

3.1. LCA results

3.1.1. Human health impact category
The absolute impacts of the life cycle stages for each sanitation sys-

tem on the human health impact category are presented in Fig. 4. As it
can be deduced from the distribution of the environmental burdens
and credits among the different life cycle phases, the use phase domi-
nates the profile of the NMT system - without the consideration of the
ash- by a percentage of 79%, which is mainly attributed to the NOX

gases generated during the faeces gasification (Table S4 in supporting
material). The second most important contributory factor is the manu-
facture phasewith a share of 8%,whereas the transportation of the toilet
ct category expressed in DALYs per functional unit (PFU).



Fig. 5. Contribution of life-cycle phases to resources impact category expressed in $ per functional unit (PFU).
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systemand themaintenance have aminimal impact. Overall, the impact
of the credits –negative contribution- linked to the product of the NMT
system constitutes 8% of the absolute value, with the greatest contribu-
tion deriving from the electricity production. The application of the gen-
erated ash waste stream as fertilizer improves the absolute value of the
given impact category by 19%. The major contribution to the relevant
environmental credits derives from the P-fertilizer with a share of 8%.

In the case of the PFT system, the impact category profile is highly
dictated by the impact of thewastemanagement and, more specifically,
by that of the transportation which accounts for 57% of the absolute
value. The operation of the WWTP plant is responsible for 18% of the
given LCIA profile, offsetting completely the credits associated with
the use of the sewage sludge as fertilizer and resulting into an overall
positive absolute value for the specific category. On the other hand,
the UDDT system, in both design scenarios considering the inclusion
and exclusion of ash as fertilizer, exhibits an overall negative value for
the specific impact category, mainly due to the predominance of the
product benefits over the waste management phase accounting for ap-
proximately 71%. The incorporation of the compost as fertilizer in the
context of the UDDT system has increased the cumulative impact of
the fertilizer value of its products by 8% as compared to the initial sys-
tem, resulting in a 15% decrease in the absolute value of the human
Fig. 6. Contribution of life-cycle phases to ecosystems impact c
health impact category. Nevertheless, with respect to the burdens
linked to thewastemanagement, it is apparent that the effect of the op-
eration of the composting plant is quite significant and quantitatively
similar to that of the use phase in the NMT system.

In general, the influence of the rawmaterial extraction andmanufac-
ture phases on the human health category seems to be relatively mini-
mal for almost all sanitation systems, ranging from 0%–3% and 1–8%,
respectively. At a comparative level, the UDDT system exhibits the
lower absolute value for the given impact category, whereas the NMT
system comes in the second place with an impact category value
lower compared to the PFT by 43% and 54%, respectively for the scenario
without and with the inclusion of ash, and higher as compared to both
UDDT system scenarios averagely by 154% and 144%.

3.1.2. Resources impact category
The contribution of the life cycle phases of all examined sanitation

systems to the damage to resources impact category is depicted in
Fig. 5. As far as theNMT system is concerned, the use phase, dictatedpri-
marily by the NOx gases, demonstrates no effect on the given impact
category while the other phases retain the same impact profile. This is
mainly attributed to the absence of effect of the NOx emissions on the
midpoint impact indicators involved in the resources impact category
ategory expressed in Species.yr per functional unit (PFU).



Fig. 7. Impact of a) transportation and b) electricity on the LCIA profiles of the sanitation systems (sensitivity scenarios normalized against initial conditions of each sanitation system).
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(Goedkoop and Huijbregts, 2013; Rijksinstituut voor Volksgezondheid
en Milieu (RIVM), 2018). By excluding the use of the ash product, this
results in the system exhibiting a marginally positive value with a cu-
mulative share of the product credits accounting for 39% of the total im-
pacts. However, the inclusion of ash as potential fertilizer increases the
contribution of the environmental credits to 59%, rendering a negative
absolute value of the specific impact category.

In terms of the conventional sanitation technologies, although the
contribution of the waste management operation seems to be reduced
for both PFT and UDDT systems, the impact of the transportation in-
volved in thewastemanagement and fertilizer application is intensified.
Comparatively to the contribution demonstrated in the human health
category, the transportation of the fertilizers to the selected field, in
the case of the UDDT system, shows an increase from 5% to 13%, for
the scenario including only the urine, and from 6% to 14% for the sce-
nario including both compost and urine products. As far as the PFT sys-
tem is concerned, the absolute value of the impact category continues to
be positive and dominated by the effect of the transportation related to
waste management by 80% as compared to the respective share of 18%
exhibited in the human health category.

Regarding the relative performance of the systems against the re-
sources impact category, a similar profile to that of the human health
impact category is followed. The NMT system considering the ash
utilization demonstrates a value of the resources impact category
higher by 95% than the corresponding values of both UDDT system
scenarios, while the exclusion of such consideration results in a cor-
responding value higher by 105%.With respect to the PFT system, the
Fig. 8. Impact of c) nutrients content and d) NOX gases on the LCIA profiles of the sanitation syst
NMT system shows a lower value for its respective design scenarios
by 103% and 97%.

3.1.3. Ecosystems impact category
In the case of the damage to ecosystems impact category, as depicted

in Fig. 6, the NMT system demonstrates an overall positive and negative
value for the scenarios where ash is excluded and included, respectively.
It is worthmentioning that, though the distribution of the environmental
impacts over the major LCA phases follows the same pattern as to that of
the two aforementioned impact categories, a significant increase in the
impact of the K-fertilizer is observed in the examined sanitation systems.
More specifically, the relative contribution has been increased to the
range of 12%–40% as compared to the respective range of 5%–6% and
5%–10% exhibited in the damage to human health and resources impact
categories.

At a comparative level and for the given impact category, theNMT sys-
tem seems to environmentally underperform as compared to the UDDT
system with a relevant impact category value lower by 101% and 90%
for the NMT system scenarios discussed above. Nonetheless, when com-
pared with the PFT, the NMT system depicts a better environmental per-
formance by 99% and 116% for its corresponding design scenarios.

3.2. Sensitivity analysis

The impact of data uncertainty on the LCIA profile of the examined
sanitation systems has been evaluated with respect to certain process
related factors whose contribution has been identified as critical based
ems (sensitivity scenarios normalized against initial conditions of each sanitation system).



Table 3
Pathogen risk estimated in DALYs for each examined exposure route from Monte Carlo
Simulations (median values).

Pathogen Route 1 Route 2 Route 3 Route 4

Enterotoxigenic E. coli 8.36E-05 5.32E-06 5.26E-05 7.84E-05
Shigella spp. 3.62E-05 7.99E-06 2.98E-05 3.53E-05
Cryptosporidium spp. 6.10E-04 6.10E-04 6.10E-04 6.10E-04
Norovirus 2.43E-04 1.96E-04 2.32E-04 2.41E-04
Rotavirus 1.35E-04 1.34E-04 1.35E-04 1.35E-04
Total risk (per person) 1.11E-03 9.52E-04 1.06E-03 1.10E-03
Total risk (affected population) 2.22E-03 9.52E-03 1.06E-02 2.20E-03
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on the discussion provided in Section 3.1. To elaborate, the impact of
transportation on the three impact categories has been investigated
for the NMT, PFT and UDDT systems. As it can be deduced from Fig. 7,
by changing the transportation input by ±20%, no particular change
can be observed in the LCIA profile of the NMT systemwithout the con-
sideration of the ash product for the impact categories of damage to
human health and ecosystems. A minor change can be observed in the
damage to resources impact category which accounts for ±3%. For the
rest of the systems, except for the PFT, the variation in their LCIA profile
is also relatively small, ranging from ±2% to ±6%. Nonetheless, in the
case of the PFT system considerable deviation in the respective profile
can be detected in the range of ±21%–±22%. This clearly indicates the
importance of the mass handled and the distance travelled in the con-
text of the PFT system on its overall environmental profile.

The same input data variation has been applied to the amount of
electricity generated by the NMT system, as illustrated in the Fig. 8,
and a different profile has been detected in the two design scenarios
based on the utilization of the ash as fertilizer. To elaborate, in the
case of no use of the ash product, the human health impact category
seems not to be affected significantly, only by 2%. However, the remain-
ing two impact categories, damage to ecosystems and damage to
resources, demonstrate great vulnerability at the change of the electric-
ity generated, accounting for±73% and±30%, respectively. For the sce-
nario where ash is deployed as fertilizer, the same percentage variation
of ±2% is exhibited for the human health category, whereas for the
other two categories it is ±6% and ±26%, respectively.

In the case of the amount of emittedNOX gases, variation in the input
data seems to affect only the human health and the ecosystems impact
categories. Among the two different system scenarios considered for the
NMT, the one which omits the use of ash as fertilizer, presents a corre-
sponding deviation of ±19% and ±10% in the values of the impact cat-
egories. On the other hand, the other scenario considering the
Fig. 9. Normalized percentage contribution of environmental credits, burdens and pathogen r
systems (absolute values are presented in the table under the relevant graph).
fertilizer value of the ash exhibits a variation of ±24% and ±1%,
respectively.

As far as the variation in the nutrient concentration of the urinal and
faecal matter is concerned, the impact on the LCIA profile of all sanita-
tion systems is quite significant, demonstrating the criticality of the par-
ticular process parameter in the LCA results.More precisely, for theNMT
system utilizing the ash product, its profile shows a small variation for
the human health category, ±5%, while for the ecosystems and re-
sources the respective variation is ±22% and ±38%. The profile of the
UDDT system appears under the influence of the nutrient content to be-
have in the same manner for all impact categories, ranging from ±29%
to ±32%. On the contrary, the PFT demonstrates great robustness
against the fluctuation of the nutrient concentration since no difference
is observed in its respective LCIA profile.

3.3. QMRA-pathogen risk

In this section, the incorporation of the pathogen risk into the LCA
has been considered for the PFT and UDDT –including the compost
product as fertilizer- systems, and the updated LCIA profiles have been
subsequently compared against that of the NMT -with the inclusion of
ash- system. The burden of disease as estimated from the Monte Carlo
simulations is presented in Table 3, expressed inDALYs for all pathogens
under the selected exposure routes. The total DALYs estimated from the
QMRA for theRoutes 1 to 3 have been aggregated to a single value under
the pathogen risk of the FT system. On the contrary, the UDDT system
incorporates the total DALYs generated through Route 4.

Fig. 9 presents the percentage contribution of the relevant LCA bur-
dens and credits to the impact category of human health, prior (LCA)
and after the incorporation of the pathogen risk (LCA + QMRA). As it
can be concluded from the graph, the inclusion of the pathogen risk in-
creases the impact on human health, outweighing practically any bene-
fit associated with the use of urea as fertilizer, as previously discussed
for both UDDT and PFT systems. More precisely, the value of the
human health impact category for the PFT and UDDT is 4E + 04 and
4E + 03 times higher than that of the NMT system. Nonetheless, the
case of the UDDT shows a relatively lower pathogen risk as to the PFT,
which is attributed to the lower health risk and number of people ex-
posed to the given route. However, considering that the upper limit
for the tolerable disease of burden is set to 10−6 DALYs pppy (per per-
son per year) based on the WHO Guidelines (WHO, 2010), important
indications are provided with respect to the health challenges posed
by the examined sanitation systems.

A sensitivity analysis has been carried out by altering the exposure
frequency to five events and the illness to infection ratio by +20% for
all pathogens (Tables S8 and S9). In the case of the exposure frequency,
isk to human health impact category for the NMT (w/ ash), UDDT (w/ compost) and PFT
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thefive times increase of the exposure events has resulted in an increase
of the total impact of the pathogen risk by 32% and 29% for the PFT and
UDDT systems, respectively. Despite the influence of this parameter on
the QMRA results, it is important to be mentioned that the selection of
thenumber of events and people exposed to pathogens is primarily sub-
ject to the scope of the QMRA study and the considered geographical lo-
cation. For the reasonsmentioned above, the selection of the number of
events and people exposed has been dictated in this research work by
the functional unit defined in the LCA study. In terms of the illness to in-
fection ratio, the applied change to its value has posed an approximate
proportional increase in the impact of the pathogen risk by 22% and
17% for the PFT and UDDT systems, correspondingly. This indicates the
importance of the specific parameter in the overall uncertainty of the
QMRA results (Itoh, 2013).

Although the human health impact category constitutes an impor-
tant aspect to consider in an environmental assessment, it is not the
only factor determining the environmental performance of a system. It
is important to be mentioned that though the given QMRA study en-
hances the environmental assessment of different sanitation systems
by capturing and evaluating holistically the potential human health im-
pacts associated, directly or indirectly,with their use, it incommodes the
aggregation of the three impact categories to a single score and, in turn,
the overall environmental appraisal and comparison of the studied sys-
tems. This is attributed to the lack of normalization and weighting data
for the impact of the pathogen risk. For that reason, in order to provide a
complete environmental study, the evaluation of the sanitation systems
against the other environmental impact categories-apart from human
health- imposed by the selected LCA methodology has also been pre-
sented in Section 3.1.
4. Discussion

Although LCA is considered as themost comprehensive approach to
the assessment of environmental impacts, it is also associated with cer-
tain limitations (Björklund, 2002). Reliability of LCA is often subject to
debate due to the lack of accurate and representative data. In the con-
text of this study, the sensitivity analysis along with the pedigree ma-
trix, provided in Tables S7, S8, S9 and S11 (supporting material) have
highlighted the importance of specific input data on the overall credibil-
ity of the LCA results. More precisely, in the case of the NMT system the
low quality of input data for the NOx emissions and the electricity, de-
riving primarily from the process simulations (Hanak et al., 2016), in
combination with their relatively high contribution to the three exam-
ined impact categories, renders the specific flows critical for the reliabil-
ity of the LCA results. This can be potentially eliminated by providing
more accurate data based on laboratory experiments or on-site testing
of the NMT system. The same concept applies to the fertilizer products
whose contribution to the LCIA profile of all sanitation systems is
quite significant. However, in that case a systematic approach is re-
quiredwith respect to the collection of representative data on the nutri-
ent mineralization factors since the data employed for the nutrient
content in human excreta has been largely representative (Rose et al.,
2015; Jönsson and Vinnerås, 2004).

In terms of the input rawmaterial, the quality of the data provided in
the LCA models is also low, yet its contribution is not so significant as
compared to the aforementioned material and energy flows. This ren-
ders the data uncertainty of the particular parameter of lower impor-
tance since its environmental impact is amortized over the lifetime of
the respective toilet system. The transportation, though it affects con-
siderably the LCIA profile of the conventional sanitation technologies,
constitutes an inherently uncertain model parameter, fact which is
reflected by the allocated basic uncertainty factor in the pedigreematrix
(Table S11). The quality of the given input data is subject to the geo-
graphical application context of the LCA study. In this research study,
transport distances have been estimated by considering the Alice city
as reference point, so as to ensure consistency of the data used in both
LCA and QMRA analyses.

Despite the limitations reported above, the given LCA study has pro-
vided important insights into the relative performance of the selected
sanitation systems, with emphasis being placed on the individual con-
tribution of the unit processes involved in their system boundaries.
The LCIA profile of the NMT system has been dictated by the NOx emis-
sions and the credits associated with the electricity generation and the
ash utilization as fertilizer. These facts highlight the areas of the NMT
design that can be potentially improve by incorporating additional de-
sign considerations. More precisely, the reduction of the NOx emissions
could be possibly attained by employing a special micro-membrane for
the treatment of the flue gas. In terms of the generated electricity, min-
imizing heat losses is of high importance and it can be achievedwith the
optimization of the feeding mechanism of the combustor and the selec-
tion of proper insulatingmaterials that will not compromise the overall
reliability of the system. Considering the environmental benefits linked
to the use of ash as amineral fertilizer substitute, a proper human inter-
face collection system should be designed to minimize product loss.

From a technology uptake viewpoint, the environmental perfor-
mance of a sanitation technology constitutes an important decision fac-
tor, but not the determining one. Uptake of a specific sanitation
technology is more dependent on economic, location, infrastructure,
and user behaviour and aspirational factors. However, Goal 6 of the Sus-
tainable Development Goals (United Nations, 2017) requires govern-
ments to ensure availability and sustainable management of water
and sanitation for all and in this case the term “sustainability” encom-
passes environmental protection. As a result, the environmental perfor-
mance of sanitation systems and their embedded technologies will
come under increasing scrutiny in the future. The work described in
this paper will not only inform NMT technology development to en-
hance environmental performance but also form a valuable basis for fu-
ture sanitation system comparisons. Based on the aforementioned, a
holistic approach needs to be adopted for the further development of
the NMT system to become a feasible and sustainable sanitation
solution.

5. Conclusions

Due to the limited water resources and poor municipal infrastruc-
ture, a sustainable sanitation system is in urgent need in developing
countries, including South Africa. In this study, the self-sustainedwater-
less toilet system, NanoMembrane Toilet (NMT) has been environmen-
tally assessed parallel to conventional sanitation systems, the Pour Flush
Toilet (PFT) and the Urine Diverting Dry Toilet (UDDT) in the context of
South Africa. In addition to the traditional LCA, a QMRA study has been
conducted with the view to encompassing the health risks associated
with the existing sanitation practices. This research work has employed
a comparative approach tomainly facilitate the identification of the crit-
ical aspects of the environmental profile of the NMT system, so that im-
provements can bemade in the early stage of its development. Themost
important findings from the environmental assessment are summa-
rized as follows:

• At an endpoint level, the human health impact category for the NMT
system -without the inclusion of ash as fertilizer- is primarily dictated
by the use phase, whereas for the ecosystems impact category the
major contributor is the manufacture phase. The impact of the raw
material extraction has proven to be minor as compared to the other
life cycle stages, showing that the material selection for the NMT sys-
tem will not significantly affect its environmental profile. For the sce-
nario of incorporating the benefits of using ash as fertilizer, the NMT
demonstrates a similar profile for the human heath impact category
as to the aforementioned NMT system,whereas for the rest of the cat-
egories the dominating factor of its profile is the credits from the fer-
tilizer substitution.
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• In the case of theUDDT system, the credits from theN-fertilizer and, in
second place, the waste management phase – including transporta-
tion and operation – are themajor contributors to the absolute values
of the impact categories. The performance of the PFT system in all im-
pact categories is dominated by the waste management, and more
precisely by the transportation, which outweighs significantly the
benefits from the disposal of the sewage sludge as fertilizer.

• Thehuman health impact category of theNMT system,with andwith-
out the inclusion of the environmental credits related to the generated
ash, against that of the UDDT system has been, respectively, 144% and
154% higher, whereas against that of the PFT system it has been 54%
and 43% lower. In the case of the resources impact category, the
value of the aforementioned NMT systems is 95% and 105% higher
than that of the UDDT system. On the contrary, when compared
with the PFT system the respective value of the two examined NMT
systems is 103% and 97% lower, correspondingly. Lastly, in terms of
the ecosystems impact category, the NMT system scenarios, with
and without the inclusion of ash as fertilizer, exhibit a higher value
by 90% and 101% as compared to the UDDT system and a lower
value by 99% and 106% that that of PFT system.

• Based on the sensitivity analysis, the nutrient content and the NOx
gases are the most contributory factors of the LCIA profile of the
NMT system. For the PFT system, great impact seems to derive from
the transportation parameter while for the other sensitivity parame-
ters no alteration of its profile has been observed. In the case of the
UDDT, variation in both the transportation and nutrient content af-
fects its profile quite considerably.

• The application of the QMRA has rendered the human health impact
category of the PFT and UDDT systems 4E + 04 and 4E + 03 times
higher, respectively, than that of the NMT system. The better perfor-
mance of the NMT system over the conventional sanitation technolo-
gies with respect to the human health impact category, is mainly
attributed to the in-situ treatment of faecal pathogens.

• In terms of the areas that have been identified as critical to the envi-
ronmental improvement of the NMT system, the role of incorporating
ash as fertilizer has been found to be important, followed by the im-
pact of the electricity and NOX gases generated by the system. In the
case of the ash utilization, though the produced amount may seem
relative small for considering its transportation to a local field, a larger
application of the NMT technology, e.g. in a centralized system, is
likely to support such consideration and yield higher environmental
benefits.
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